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DIGISTART 80

�The DIGISTART 80 is a versatile and reliable

automatic battery charger, ideal for maximizing

performance and extending the lifespan of lead-acid

batteries. Compatible with 12/24V batteries and

the main types such as WET, GEL, AGM, and MF, its

advanced 10-stage charging technology ensures an

efficient, safe, and hassle-free process. Includes key

features such as the repair mode for sulfated

batteries and the alternator test to check the

electrical system. Compact, robust, and easy to

transport, this charger is perfect for professional

and demanding environments, delivering consistent

results every time.

Principales características:Principales características:

� 10-stage charging cycle:  Designed to ensure an efficient and safe

process, this advanced cycle includes  stages such as analysis,

desulfation

� Compatibilidad ampliada: Funciona con baterías de 12V y 24V de

diferentes tipos como WET, GEL, AGM y MF , ideales para diversas

aplicaciones.

� Repair function: Recovers sulfated or inactive batteries,  extending

their lifespan and preventing premature replacements.

� Intuitive digital display:  Shows  real-time voltage, charge percentage,

and alternator status, making monitoring easy.

� Emergency start function:  Delivers 80 amps in 5-second intervals,

ideal for emergencies, with automatic cooling to ensure safety and

durability.

� Compact and robust design:  Built with durable materials and an

ergonomic handle for easy transport.

� Máxima seguridad:  Incluye protecciones contra conexión inversa,

sobrecalentamiento y cortocircuitos, asegurando un uso confiable.

�Trust Solter's quality and technology to keep your batteries always

ready and in optimal condition. The DIGISTART 80 combines

innovation, power, and durability to deliver professional results every

time.
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DIGISTART 80

TECHNICAL DATA

Technical

Capacidad de carga max. 4-200Ah (12V)

Carga de mantenimiento max. Todas las baterías.

Corriente de carga Arith. 5A/10A/20A

Tipo batería STD/GEL/AGM

Voltaje de carga 12/24VDC

Capacidad de arranque 80A

Structural

Dimensions 370x410x320

Protection index IP33

Weight 12 kg

Electrical

Supply Voltage 220-240VAC 50/60Hz

OPTIONAL ACCESSORIES
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